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Alum TX 100 is a high purity polishing alumina.  Alum TX 100 maximizes cutting rate with an en-

hanced chemistry to deliver high removal rate and superior surface fi nishes. 

APPLICATION

Alum TX 100 can be used on a wide range of applications including optical materials, metals, 

crystals, gemstones, and infrared materials.

BENEFITS

• High removal rate

• Superior srface fi nishes

• High purity

PHYSICAL CHARACTERISTICS

TEST SPECIFICATION

Density (g/mL) 1.2 - 1.4

Particle Size D50 (µm) 0.2 - 0.4

Particle Size D99 (µm) 1.0 - 2.0 

Solids Content (%) 20 - 25

pH 3.3 - 3.8

Information included herein was obtained from sources which UNIVERSAL PHOTONICS, INC. believes are reliable and accurate as of the date hereof. However, no representations 
or warranties, either expressed or implied, of merchantability, fi tness for a particular purpose or of any other nature are made herein as to the information provided or the product 
to which the information refers. The health and safety precautions contained herein may not be adequate for all individuals and/or situations. It is the user's obligation to evaluate 
and use this product safely and to comply with all applicable laws and regulations. Given the variety of factors that can affect the use and application of a product, some of which 
are uniquely within the user's knowledge and control, it is essential that the user evaluate the product to determine whether it is fi t for a particular purpose and suitable for user's 
method of use or application. UNIVERSAL PHOTONICS, INC. assumes no legal liability for any injury, accident, loss, or damage through the use of this product. ATX100/718/TD
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AVAILABILITY

5 Gallon, 1 Gallon, 1 Pint


