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Rhodite 90
BA0090, BA0090NS, BA0090K, BA00905

Rhodite 90 is a cerium based polishing powder comprised of rare earth oxides optimized for stock 

removal at an economical price.  Rhodite 90 has been designed for polishing glass materials to 

commercial finish or better.

APPLICATION

BENEFITS

• Suspension treated 

• Can be used on a wide array of applications

• Excellent stock removal performance

• Superior clean ability

PHYSICAL CHARACTERISTICS

Information included herein was obtained from sources which UNIVERSAL PHOTONICS, INC. believes are reliable and accurate as of the date hereof. However, no representations 
or warranties, either expressed or implied, of merchantability, fitness for a particular purpose or of any other nature are made herein as to the information provided or the product to 
which the information refers. The health and safety precautions contained herein may not be adequate for all individuals and/or situations. It is the user's obligation to evaluate and 
use this product safely and to comply with all applicable laws and regulations. Given the variety of factors that can affect the use and application of a product, some of which are 
uniquely within the user's knowledge and control, it is essential that the user evaluate the product to determine whether it is fit for a particular purpose and suitable for user's meth-
od of use or application. UNIVERSAL PHOTONICS, INC. assumes no legal liability for any injury, accident, loss, or damage through the use of this product. Rhod90/1018/TD
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AVAILABILITY

1 lb Package, 20 KG Pail, 44lb Pail, 55lb Box

Dilute Rhodite 90 with water to create slurry. Preferred, but not required, water type is DI or RO 

water.   Concentration can vary per operation. For best results, please consult with UPI technical 

staff to recommend optimal processing conditions.

TesT RhodiTe 90
pH 4.0 - 5.5

Particle Count D50 (µm) 0.5 - 5.0

+400 Mesh Screen (%) <0.01

Rhodite 90 is suitable for recirculatory central slurry systems for improved efficiency and reduc-

tion in costs.


